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ORTHOPEDIC 



FEATURES  

 
¶ Ergonomic Handle 

¶ Net weight 830g 

¶ Cannulation 0-3.9mm 

¶ Chuck capacity 0-6.5mm, 1/4" chuck 

¶ Variable speed 0-950rpm 

¶ Operating pressure 90-11Opsi {7-8kgf/cm') 
 
 
 
 
¶ Gradually adjustable running speedðInstant stop upon release 

 

¶ Easily change between clockwise and counter-clockwise rotation 

PNEUMATIC POWER DRILL  
ML100D 
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MJ1000  

1/4 ñ (6.35mm) Jacobs Chuck, Stryker type 

MJ2000  

1/4 ñ (6.35mm) Jacobs Chuck, Linvatec type 

MJ3000  

1/4 ñ (6.35mm) Jacobs Chuck, A/O Synthes type 

MJ4000  

1/4 ñ (6.35mm) Jacobs Chuck, Trinkle type 

AAM02  

Reamer Adaptor Hudson to Linvatec type 

AAM03  

Reamer Adaptor A/O Synthes to Linvatec type 

AAM04  

Reamer Adaptor Stryker to Linvatec type 

AAC01  

Drill bit Adaptor A/O Synthes to Linvatec type 

MKL100  

0.118ò (3mm) Keyless Jacobs Chuck, Linvatec type 
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CHUCKS 



FEATURES  

 
¶ Ergonomic Handle 

¶ Compatible for Drilling & Reaming 

¶ Net weight 765g 

¶ Variable speed 0-950rpm 

¶ Operating pressure 90-11Opsi {7-8kgf/cm') 
 
 
 
 
1. Rotate and change attachment 

2. Gradually adjustable running speedðInstant stop 

upon release 

3. Easily change between Forward and Reverse 

4. Cannulation 0-3.9mm 

Attachment for Zimmer Type  
0-950rpm 

Attachment for JacobsType  
0-950rpm 

Wire-pin-Driver 
 - Cannulation 0.7ð2.0 mm 
 - Cannulation 2.0ð4.0 mm 

Reamer Attachment 
0-250rpm 
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MODULAR MULTI HANDPIECE  
ISA-100 

ATTACHMENTS FOR ISA -100 



FEATURES  

 
¶ Ergonomic Handle 

¶ Net weight 965g 

¶ Variable speed 0-14,000Cpm 

¶ Operating pressure 90-11Opsi {7-8kgf/cm') 
 
 
 
 

1. Rotation head on both sides with 90° steps 

2. Pull-Down lever to open blade hub 

3. Gradually adjustable running speed                       

Instant stop upon release 

4. Easily change between clockwise and counter 

clockwise rotation 

   

2 .  Pull down the lever to open 
blade hub 
3 .  Put the blade into the hub 

4 .  Pulling up to lock the blade 
5 .  Hub closed down and blade 
locked 

1 .  Blade hub closed when the 
lever is locked 
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PNEUMATIC POWER OSCILLATING SAW  
ML100S 


